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Included:

1 x Norseal Intumescent Block 

1.1  Cut aperture in the door at the required size.
(For example if you ordered 300x300 you 
should cut your aperture at 300x300)

Actual grille size will be 3mm smaller including 
perimeter seals to allow for fitting.

Fast fit Air Transfer Grille (ATG) 

Fitting instructions 

1. Remove the ATG from the packaging and remove the attached perimeter strips. 

2. Cut the aperture to the desired size; be mindful that the actual size of the ATG including the 

perimeter strips will be 3mm less than the list size. For example if you ordered 300x300 you 

should cut your aperture at 300x300, The ATG will come out at 297x297 (including perimeter 

strips) to ensure sufficient clearance for fitting. 

3. If not predrilled please drill 4 NO. 6mm holes in total. Two on each of the two vertical sides 

of the ATG, one towards the top and one towards the bottom. The centres of these holes 

should be approximately 30mm from the top or bottom of the ATG and central to the depth 

(approximately 17mm from either side).  

4. Stick the 8no. perimeter strips to the sides of the ATG. Fitting two to each side. Ensuring 

there is one in line with the front edge on each side.

5. Position the ATG into the aperture ensuring it is centrally located. 

6. Using an extended or swivel screwdriver bit fit 5mm screws through the drilled holes on the 

side of the ATG into the core of the door ensuring the screws do not angle towards the face 

of the door.

7. Position the cover grilles centrally over the ATG with the fins having a downward deflection 

ensuring there is sufficient door for fixing through the pre drilled fixing holes into the face of 

the door using the screws provided. 

NO SEALANT IS REQUIRED. PLEASE USE PERIMITER STRIPS PROVIDED.

Contents 

1 no Air Transfer Grille

8 no Perimeter strips  

Norseal Intumescent Air Transfer Grilles Fitting Instructions

2.1  Insert the grille into the door ensuring the intumescent 
is horizontal as shown, and the grille is central to the door 
core.
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Norseal Intumescent Air Transfer Grilles Fitting Instructions
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4.1  Ensure the fins have a downward deflection prior to 
installation.
Screw the cover into place using the pre-drilled holes and 
the screws provided.

Fitting the coverFast fit Air Transfer Grille (ATG) 

Fitting instructions 

1. Remove the ATG from the packaging and remove the attached perimeter strips. 

2. Cut the aperture to the desired size; be mindful that the actual size of the ATG including the 

perimeter strips will be 3mm less than the list size. For example if you ordered 300x300 you 

should cut your aperture at 300x300, The ATG will come out at 297x297 (including perimeter 

strips) to ensure sufficient clearance for fitting. 

3. If not predrilled please drill 4 NO. 6mm holes in total. Two on each of the two vertical sides 

of the ATG, one towards the top and one towards the bottom. The centres of these holes 

should be approximately 30mm from the top or bottom of the ATG and central to the depth 

(approximately 17mm from either side).  

4. Stick the 8no. perimeter strips to the sides of the ATG. Fitting two to each side. Ensuring 

there is one in line with the front edge on each side.

5. Position the ATG into the aperture ensuring it is centrally located. 

6. Using an extended or swivel screwdriver bit fit 5mm screws through the drilled holes on the 

side of the ATG into the core of the door ensuring the screws do not angle towards the face 

of the door.

7. Position the cover grilles centrally over the ATG with the fins having a downward deflection 

ensuring there is sufficient door for fixing through the pre drilled fixing holes into the face of 

the door using the screws provided. 

NO SEALANT IS REQUIRED. PLEASE USE PERIMITER STRIPS PROVIDED.

Contents 

1 no Air Transfer Grille

8 no Perimeter strips  
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3.1 Using 5mm diameter x 30mm screws, screw fix the 
grille into the door core through the pre-drilled holes in 
the vertical side of the grille. Ensuring the screws do not 
angle towards the face of the door. 
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